Full Front & Rear Installation and
Maintenance LED Fine Pitch Products
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Series COB Series

Pixel Pitch(mm) PO.78 P0.9375 P1.25 P1.56
Pixel Configuration 1R1G1B

LED Type COB

Module Size(mm) 150+112.5

Module Resolution(WxH) 192+144 160+120 I 120+90 I 96+72
Panel Size (mm) 300+337.5

Panel Resolution{WH) 384432 320+360 | 240-270 | 192+216
Cabinet Size (mm) 600+337.5

Cabinet Resolution(WxH) 768+432 640+360 | 480+270 | 384+216
Cabinet Material and Color Die-casting Aluminum,Black

Screen Ratio 16:9

Cabinet Weight(kg/pc) 6.8+0.1kg 6.8+0.1kg 6.5+0.1kg 6.3+0.1kg
Pixel Density(dot!mzl 1638400 1137777 640000 409600
Scans 1/64 1/45 1/48
Driver IC(Column) IBM5264 ICN2069 ICN2065
Driver IC(Row) RT5960 RT5990 | ICN2019 ICN3018
Maintenance Front&Rear

Brightness(cd/m?) 0-600

Gray Scale(bit) 14 13 | 13 13
Viewing Angle(V/H) 170/170

Surface Treatment Glossy/Semi Glossy/Matt

Contrast Ratio 15000:1/10000:1/2000:1

Za‘::; :‘:’":;'F"T)i"" 620 620 ‘ 560 ‘ 430
IP Rating{module surface) IP65

Color temperature,Adjustable(K) 3000-10000

Frame Rate 50Hz/60Hz

Refresh Rate(Hz) 3840

Input Voltage

AC100V to AC240V

Lifespan

100,000Hrs

Brightness&Color Uniformity

=98%
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